Southern California Edison (SCE) has no indication or reason to believe that there are any inaccuracies or defects with information incorporated in this work and makes no representations of any kind, including, but not limited to, the warranties of merchantability or fitness for a particular use, nor are any such warranties to be implied, with respect to the information or data furnished herein. No part of this work may be reproduced or transmitted in any form or by any means, electronic or mechanical, including photocopying and recording system, except as expressly permitted in writing by SCE.

Figure 3.3-5. HILFIKER RETAINING WALL TYPICAL SECTION

TYPICAL SECTION

NOTES:

1. CONTRACTOR SHALL FIELD VERIFY EXACT DIMENSIONS (WALL HEIGHT AND LENGTH) FOR THE RETAINING WALL PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL MAKE HIS OWN ARRANGEMENT TO PURCHASE ALL WELDED WIRE MESH, REINFORCING MATS AND ALL OTHER WALL COMPONENTS FROM HILFIKER RETAINING WALL COMPANY:
   P.O. BOX 2012 EUREKA, CA 95502-2012
   TEL. NO. (707) 443-5093

2. CONSTRUCTION METHODS AND PROCEDURES SHALL CONFORM TO MANUFACTURER'S TECHNICAL SPECIFICATION AND THE EDISON GEOTECHNICAL REPORT FOR THE ANTELOPE TRANSMISSION PROJECT.

3. BASE FOR RETAINING WALL SHALL BE COMPACTED TO MINIMUM 95% RELATIVE DENSITY PER ASTM D1557. MOISTURE CONTENT DURING COMPACTION SHALL BE BROUGHT TO WITHIN 2% OF OPTIMUM MOISTURE CONTENT.

4. WALL BACKFILL SHALL BE PLACED IN LOOSE LIFTS OF 8" OR LESS AND COMPACTED TO AT LEAST 95% OF THE MAXIMUM DRY DENSITY OBTAINED IN ACCORDANCE WITH ASTM D1557. THE MOISTURE CONTENT OF THE SOIL AT THE TIME OF COMPACTION SHALL BE WITHIN 2% OF THE OPTIMUM MOISTURE CONTENT.

5. FOR TYPICAL DETAILS AND CONSTRUCTION SEQUENCE, REFER TO MFR'S. SPECIFICATIONS.

6. THE CONTRACTOR SHALL PROVIDE DESIGN CALCULATIONS TO THE EDISON ENGINEER (FOR REVIEW AND APPROVAL) FOR EACH RETAINING WALL PRIOR TO CONSTRUCTION.